
6242Y Surface Twin & Earth Cables BASEC & CPR Approved

UK Code Core Strand mm² Weight kg/km

6242Y 1 / 1.13 66

6242Y 1 / 1.38 83

6242Y 7 / 0.53 85

6242Y 1 / 1.78 120

6242Y 7 / 0.67 122

6242Y 7 / 0.85 167

6242Y 7 / 1.04 223

6242Y 7 / 1.35 357

6242Y 7 / 1.70 517

6243Y Surface 3 Core & Earth Cables BASEC & CPR Approved
Core Strand mm² Weight kg/km

1 / 1.13 88

1 / 1.38 114

7 / 0.53 114

1 / 1.78 162

7 / 0.67 162

318*Y PVC Insulated Flexible Cables HO5VV-F BASEC & CPR Approved

UK Code No of Cores* Core Strand mm² 

3182Y 2 24 / 0.20

3182Y 2 32 / 0.20

3182Y 2 30 / 0.25

3182Y 2 50 / 0.25

3183Y 3 24 / 0.20

3183Y 3 32 / 0.20

3183Y 3 30 / 0.25

3183Y 3 50 / 0.25

3183Y 3 56 / 0.30

3184Y 4 24 / 0.20

3184Y 4 32 / 0.20

3184Y 4 30 / 0.25

3184Y 4 50 / 0.25

3184Y 4 56 / 0.30

3185Y 5 24 / 0.20

3185Y 5 32 / 0.20

3185Y 5 30 / 0.25

3185Y 5 50 / 0.25

UK Code No of Cores Core Strand mm² 

3183AG 3 30 / 0.25

3183AG 3 50 / 0.25

3183AG 3 56 / 0.30

2.5mm²

1.5mm²

1.0mm²

0.75mm²

2.5mm²

1.5mm² Stranded

1.5mm²

1.0mm²
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2.5mm²

1.5mm²

1.0mm²

0.75mm²

Harmonised & Export Colour Conductors     

Available in White or Grey Sheath, Brown/Black/Grey Cores. For Export Red/Yellow/Blue Cores

Conductor Size mm² Weight kg/km Price Per 100m

POA

POA

POA

POA

Phone: +44 (0) 1925 232662

  PVC Twin & Earth Cables & Flexes

6243Y

6243Y

6243Y

POA

6243Y

UK Code

1.5mm² Stranded

1.5mm²

1.0mm² 6243Y

POA

POA

POA

4.0mm²

POA

2.5mm² Stranded

2.5mm²

POA

POA

PVC Insulated Solid & Stranded Copper Conductors

Manufactured to BS6004/2000  300-500v

Available in White or Grey Sheath, Blue/Brown Cores. For Export RED/BLACK Cores.

Conductor Size mm² Price Per 100m

Price Per 100m

POA

POA

POA

POA

POA

POA

POA

6.0mm²

10.0mm²

16.0mm²

Conductor Size mm²

4.0mm²

2.5mm² Stranded

122

79

57

51

POA

POA

POA

POA

POA

1.0mm²

0.75mm²

210

153

99

69

61

2.5mm²

1.5mm²

POA

POA

POA

258

187

124

87

74

4.0mm²

2.5mm²

1.5mm²

1.0mm²

0.75mm²

White & Black Sheath Available

Yellow & Blue Outer Sheath Available -15⁰C POA

POA

POA

4.0mm²

2.5mm²

1.5mm²

PVC Insulated, PVC Sheathed Flexible Copper Conductors. Manufactured to BS6500/2000  300-500v 

3183AG PVC Insulated Low Temperature Artic Grade Flexible Cable

Conductor Size mm² Price Per 100M

236

156

107

93

POA

POA

POA

POA

POA

POA



6491X PVC Singles Cable BASEC & CPR Approved

UK Code Core Strand mm² Weight kg/km

6491X 7 / 0.53 21

6491X 7 / 0.67 33

6491X 7 / 0.85 48

6491X 7 / 1.04 66

6491X 7 / 1.35 110

6491X 7 / 1.70 166

6491X 7 / 2.14 261

6491X 7 / 2.52 372

6491X 19 / 1.78 477

6491X 19 / 2.14 677

6491X 19 / 2.52 980

6491X 37 / 2.03 1156

6491X 37 / 2.25 1430

6491X 37 / 2.52 1786

6491X 61 / 2.25 2322

6491X 61 / 2.52 2904

Size Type Weight kg/km

• Easy to install & superb working flexibility 1.5mm 2 Core STANDARD 87

• No need to remove insulation to terminate 1.5mm 3 Core STANDARD 108

• Fastest Fire Cable to prepare for termination 1.5mm 4 Core STANDARD 132

• Aluminium / Co-polymer Foil Screen 2.5mm 2 Core STANDARD 127

• 300/500v 2.5mm 3 Core STANDARD 159

• BASEC & LPCB Approved and Certified 2.5mm 4 Core STANDARD 198

• Certified Specifications to:- BSEN50200:2015 + Annex E 1.5mm 2 Core ENHANCED 95

BSEN50200:2015 PH30,60,120. BS6387:2013 CWZ. 1.5mm 4 Core ENHANCED 145

BSEN50754-1:2014, BSEN61034-2:2005, BSEN60332-1-2:2004 

BSEN60332-3-24:2009, BSEN60332-3-25-2009, LU1-085A Section 12, BS5839-1:2013, BS7629-1:2015 26.2d, BS8519-2010 Category 1 

Data Cables

Code Colour Weight / 1000ft

CAT5e Grey 9.76

CAT5e LSF Violet 10.35

CAT6 Grey 17.10

CAT6 LSF Violet 18.00

Code Cores Core Strand mm² Diameter Weight kg/km

ALC4 4 7 / 0.20 3.4mm 18

ALC6 6 7 / 0.20 4.0mm 26

ALC8 8 7 / 0.20 4.4mm 32

ALC12 12 7 / 0.20 5.5mm 50

1.5mm² POA

10.0mm² POA

  6491X PVC Single Core Stranded Cables (HO7V-R)

PVC Insulated Stranded Copper Conductors

Conductor Size mm² Price Per 100m Manufactured to BS6004/2000  300-500v

2.5mm² POA

4.0mm² POA

6.0mm² POA

16.0mm² POA

25.0mm² POA

UK Code

50.0mm² POA

POA

70.0mm² POA

35.0mm²

Price Per 100m

Ventcroft Platinum Fire Performance Cable

VFP-425***

VFP-325***

VFP-225***

VFP-415***

POA

(6491B LSZH HO7Z-R Available)

White & Brown outer sheath available
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POA

POA

POA

POA

POA

Alternative options are available, Duct Grade, SWA Grade & FTP

Intruder Alarm Cables

Price Per 100m

UTP 4 Pair LSF Sheath

POA

Flexible Stranded Cores

Standard Core Colours Available, Green/Yellow, White, Grey, Black, Brown, Blue, Red

Fire Performance Cables

300.0mm²

240.0mm²

185.0mm²

150.0mm²

120.0mm²

95.0mm²

POA

POA

VNP-415***

POA

 UTP 4 Pair PVC Sheath

UTP 4 Pair LSF Sheath

Pure Copper Conductors

POA

POA

POA

Price Per 1000FT Box

POA

VNP-215***

VFP-315***

VFP-215***

  Data & Intruder Alarm Cables

 UTP 4 Pair PVC Sheath

Description

***Available with Red, Black or White Outer Sheath.  100m, 200m & 500m reels available

POA

POA

POA

POA

POA

POA

POA

POA



UK Code Cores Core Strand mm² Weight kg/km

6942XH 2 7 / 0.53 255

6942XH 2 7 / 0.67 322

6942XH 2 7 / 0.85 384

6942XH 2 7 / 1.04 448

6942XH 2 7 / 1.35 599

6942XH 2 7 / 1.70 898

6943XH 3 7 / 0.53 276

6943XH 3 7 / 0.67 358

6943XH 3 7 / 0.85 433

6943XH 3 7 / 1.04 513

6943XH 3 7 / 1.35 803

6943XH 3 7 / 1.70 1075

6944XH 4 7 / 0.53 315

6944XH 4 7 / 0.67 408

6944XH 4 7 / 0.85 504

6944XH 4 7 / 1.04 707

6944XH 4 7 / 1.35 939

6944XH 4 7 / 1.70 1269

6945XH 5 7 / 0.53 356

6945XH 5 7 / 0.67 463

6945XH 5 7 / 0.85 573

6945XH 5 7 / 1.04 808

6945XH 5 7 / 1.35 1095

6945XH 5 7 / 1.70 1679

Offering Total Mechanical Protection in either  Surface or Buried applications

Core Colours :- 2 core - Brown/Blue, 3 core - Brown/Black/Grey, 4 core- Brown/Black/Grey/Blue

5 core - upto 6mm White with Black numbers, 5 core - 10mm+16mm - Brown/Black/Grey/Blue/GY

Stranded plain annealed copper conductors, XLPE insulated, PVC Bedding, Galvanised Steel

Diameter

  PVC XLPE Steel Wire Armoured Cables BS5467

12.7

POA

11.1

18.7

1.5mm²

1.5mm²

4.0mm²

2.5mm²

16.0

13.9

13.2

12.2

10.7
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Conductor Size mm² Price Per KM

4.0mm²

2.5mm²

16.0mm²

POA

13.2

18.8

21.5

14.8

16.6

1.5mm²

16.0mm²

10.0mm²

6.0mm²

4.0mm²

2.5mm²

1.5mm²

16.0mm²

10.0mm²

6.0mm²

10.0mm²

6.0mm²

25.2

20.9

18.4

16.3

14.9

17.5

10.0mm²

6.0mm²

4.0mm²

2.5mm²

16.0mm²

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

Wire Armour, PVC Black outersheath, 600/1000v to BS5467, Temperature limits -15 to +90⁰C

POA

POA

POA

POA

POA

POA

POA

POA

11.9

14.6

13.8

13.6

19.9

LSZH  Outer 
Sheath also  

available 

Copper  
Conductors 

Steel Wire 
Armour 

XLPE 
Insulation 

Bedding 
Extrusion 

PVC 
Sheath 



UK Code Cores Diameter

6942X 2 22.9

6942X 2 26.3

6942X 2 27.8

6942X 2 30.4

6942X 2 35.5

6942X 2 36.1

6943X 3 23.4

6943X 3 25.3

6943X 3 27.7

6943X 3 31.5

6943X 3 36.0

6943X 3 39.0

6943X 3 44.4

6943X 3 48.4

6943X 3 53.3

6943X 3 60.2

6944X 4 27.5

6944X 4 27.9

6944X 4 30.9

6944X 4 36.6

6944X 4 40.2

6944X 4 45.5

6944X 4 49.6

6944X 4 54.2

6944X 4 30.1

6944X 4 68.8

6944X 4 78.1

6945X 5 29.0

6945X 5 33.0

6945X 5 38.0

6945X 5 43.0

6945X 5 52.0

6945X 5 56.7

6945X 5 64.3

6945X 5 64.6

All Sizes of PVC XLPE are available in LSZH XLPE, Manufactured to BS6724

POA

POA

POA

POA

POA

POA

POA

185.0mm 9988

95.0mm 5344

120.0mm 6914

70.0mm 4168

25.0mm 2030

35.0mm 2296

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

POA

10752

11765

35.0mm

25.0mm

150.0mm

185.0mm

25.0mm 2200

35.0mm 2800

400.0mm 19800

240.0mm 12498

300.0mm 16290

150.0mm 8244

50.0mm 2906

4211

300.0mm

1264

1758

1890

2450

email:  mail@alliedexport.co.uk Phone: +44 (0) 1925 232662

Conductor Size mm² Weight kg/km Price per KM

25.0mm

120.0mm

95.0mm 7700

120.0mm 9030

POA

POA

50.0mm 3850

70.0mm 5100

POA

  PVC XLPE Steel Wire Armoured Cables BS5467

35.0mm 1854

50.0mm 2311

95.0mm

70.0mm

50.0mm

Lugs, Glands & Cleats 

available to suit all sizes

120.0mm 5078

150.0mm 6498

POA

POA

70.0mm

3300

4020

1707

POA

POA

3064

95.0mm

12600 POA

185.0mm 7812

240.0mm 9757

POA

POA

Total 
Mechanical 
Protection 

Direct Burial 
or Surface 

Mount 



Single core solar cable, especially designed to connect solar panels to permanent

junction boxes and inverters. Good abrasion and ozone resistant flame retardant

properties. Halogen free oil resistant, reduced diameter and oustanding flexibility

4.0mm² 0.8 1.40 7.00 78 52 44 5.09 POA

6.0mm² 0.8 1.40 7.70 101 67 57 3.39 POA

10.0mm² 1.00 1.40 8.90 149 93 79 1.95 POA

16.0mm² 1.00 1.40 10.10 210 125 107 1.24 POA

No of Cores
DC resistance at 

20⁰C Nominal O.D Weight kg/km Price per 100m

1 1.21 10mm 215 POA

1 0.78 11mm 310 POA

1 0.554 12mm 385 POA

1 0.386 14mm 550 POA

1 0.272 17mm 765 POA

1 0.206 20mm 1075 POA

Size mm² UK Code No of Cores
Core Strand   

mm² 
Diameter Price per 100m

16.0mm² 6181XY 1 7/1.70 10.5 POA

25.0mm² 6181XY 1 7/2.14 12.5 POA

35.0mm² 6181XY 1 7/2.52 13.5 POA

50.0mm² 6181XY 1 19/1.78 14.7 POA

70.0mm² 6181XY 1 19.214 15.5 POA

95.0mm² 6181XY 1 19/2.52 17.5 POA

120.0mm² 6181XY 1 37/2.03 19 POA

150.0mm² 6181XY 1 37/2.25 21.5 POA

Can be installed in Trunking & Conduit and can be surface mounted

email:  mail@alliedexport.co.uk Phone: +44 (0) 1925 232662

1250 cable designed for fixed wiring

1515 purposes in domestic and

Temperature limits: -15⁰C + 90⁰C  Manufactured to BS7889  Black Sheath available from 50mm upwards Industrial Power & Lighting

440

540

750 600/1000v Cu/XLPE/PVC

1010 Double Insulated single core

340

25.0mm²

35.0mm²

50.0mm²

70.0mm²

95.0mm²

Used for Welding applications, secondary side connection of power sources where heavy duty portable supply in dry, wet & oil enviroments.

Motors, generators, transformers and other kinds of flexible connections are applicable. Class 6 fine stranded copper, extra flexible rubber based PVC 

  XLPE Single Core Double Insulated

CE  Certified

Weight kg/km

220

16.0mm²

Single core on 

a surface

2 cables 

adjacent on 

surface

ohm / km
Red or Black 

outersheath

55

70

Single core free in Air

98

132

 Welding Cable 0361TQ

CE  Certified

Conductor Size mm²

mm² mm mm mm kg / km

  Solar PV Cable

Conductor 

Size

Thickness of 

Insulation

Thickness of 

Oversheath

Overall 

Diameter
Net Weight Current Carrying Capacity

Conductor DC 

resistance at 

20⁰C

Price per 100m

Standards 
2 Pfg 1169 EN 50618 CE                

ROHS Compliant 


