
Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S8857 5.6W BC 470 2700k Opal X POA

S13575 5.6w BC 520 6500k Opal X POA

S8859 5.6w ES 470 2700k Opal X POA

S13576 5.6w ES 520 6500k Opal X POA

S8862 9.2w BC 806 2700k Opal X POA

S9420 9.2w BC 806 2700k Opal  POA

S9421 9.2w BC 820 6500k Opal X POA

S8863 9.2w ES 806 2700k Opal X POA

S9423 9.2w ES 806 2700k Opal  POA

S8981 9.2w ES 820 6500k Opal X POA

S8864 11.6w BC 1060 2700k Opal X POA

S9425 11.6w BC 1100 6500k Opal X POA

S8706 11.6w ES 1060 2700k Opal X POA

S9426 11.6w ES 1100 6500k Opal X POA

S8865 12.5w BC 1521 2700k Opal X POA

S9427 12.5w BC 1560 6500k Opal X POA

S8707 12.5w ES 1521 2700k Opal X POA

S9428 12.5w ES 1560 6500k Opal X POA

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S8843 3.4w BC 250 2700k Opal X POA

S8845 3.4w SES 250 2700k Opal X POA

S8850 5.9w BC 470 2700k Opal X POA

S9416 5.9w BC 520 6500k Opal X POA

S8878 5.9w SBC 470 2700k Opal X POA

S13573 5.9w SBC 520 6500k Opal X POA

S8880 5.9w ES 470 2700k Opal X POA

S13574 5.9w ES 520 6500k Opal X POA

S8851 5.9w SES 470 2700k Opal X POA

S9418 5.9w SES 520 6500k Opal X POA

Golf Ball  15,000 Hour

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S8838 5.9w BC 470 2700k Opal X POA

S9412 5.9w BC 520 6500k Opal X POA

S13570 5.9w SBC 470 2700k Opal X POA

S13571 5.9w SBC 520 6500k Opal X POA

S8839 5.9w ES 470 2700k Opal X POA

S13572 5.9w ES 520 6500k Opal X POA

S8841 5.9w SES 470 2700K Opal X POA

S9414 5.9w SES 520 6500K Opal X POA
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  LED Lamps

GLS  15,000 Hour

Candle  15,000 Hour



GLS

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S12859 4.2w BC 310 2200k Vintage X POA

S12860 4.2w ES 310 2200k Vintage X POA

S12862 4.3w BC 470 2700k Clear X POA

S12849 4.3w BC 470 2700k Clear  POA

S12863 4.3w ES 470 2700k Clear X POA

S12850 4.3w ES 470 2700k Clear  POA

S12864 6.2w BC 806 2700k Clear X POA

S12851 7.2w BC 806 2700k Clear  POA

S12865 6.2w ES 806 2700k Clear X POA

S12852 7.2w ES 806 2700K Clear  POA

S12857 11w BC 1060 2700K Clear X POA

S12858 11w ES 1060 2700K Clear X POA

Candle

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S12861 2.6w SES 150 2200k Vintage X POA

S12866 2.4w BC 250 2700k Clear X POA

S12867 2.4w SES 250 2700k Clear X POA

S12868 4w BC 470 2700k Clear X POA

S12855 5w BC 470 2700k Clear  POA

S12869 4w SES 470 2700k Clear X POA

S12856 5w SES 470 2700k Clear  POA

S12870 4w ES 470 2700k Clear X POA

Golf Ball

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S12871 4w BC 470 2700k Clear X POA

S12872 4w SES 470 2700k Clear X POA

GU10   15,000 Hours

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S8821 3.6w GU10 245 3000k White X POA

S8822 3.6w GU10 245 4000k White X POA

S8823 5w GU10 355 3000k White X POA

S8825 5w GU10 370 4000k White X POA

S9403 5w GU10 370 6500k White X POA

S8826 5.5w GU10 345 3000k White  POA

S8827 5.5w GU10 360 4000k White  POA

S9410 5.5w GU10 345 3000k Glass  POA

S9411 5.5w GU10 360 4000k Glass  POA

S9405 5.8w GU10 480 3000k White X POA

S9406 5.8w GU10 560 4000k White X POA

S9407 5.8w GU10 560 6500k White X POA

Code Wattage Cap Lumen Kelvin Finish Dimmable Price

S8832 4.8w MR16 360 3000k White X POA

S8833 4.8w MR16 360 4000k White X POA

MR16   15,000 Hours

  LED Lamps
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Filament Range
Uses upto 85% Less Energy vs Incandescent Lamps

Even Light Distribution & Flicker Free

  LED GU10 & MR16  


